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Ceramic fiber based fibrous castable

LUMICAST

LUMICAST is a ceramic fiber based
fibrous castable used as a lining for
casting vessels and launders, etc. where
LUMICAST is in direct contact with molten
aluminum alloys. With our ‘Fineflex'
ceramic fiber as main composition, non-
wettability is enhanced by our original
method. Application of various shapes is
easy. LUMICAST forms even and
seamless lining with excellent thermal
insulating and erosion resistant properties.

Patent No. 1537516 (Japan)

With 'Fineflex' ceramic fiber as main composition, non-
wettability is specifically enhanced. LUMICAST
performs well in erosion resistance.

Since LUMICA is fibrous putty, it is lightweight
and excellent in thermal insulation. Temperature drop
in molten aluminum is drastically reduced when Thickness

LUMICAST is applied to various casting vessels and o 20mm 50mm 100mm
launders, etc. 1) Blow diying 24hr  24hr  24hr
LUMICAST can form a seamless construction without Preliminary drying 2) Dryingat 100C to 110C  24hr  48hr  72hr
formwork to fit v s such as ladles and launders 3) Dryingat 150C 10200C 12hr 24hr 48hr
since it is fibrous insulation material in putty form. Heated air drying 6hr 12hr 24hr

#Please conduct the preliminary drying in the order corresponding to the

LUMICAST linings minimize the potential for cracks above Rem Nos. 1) 0 3)

in the lining during use due to its high thermal shock Note)

resistance and minute expansibility (or residual ;0”0'""9 M\;PMB""M memoi‘o! drying is recommended as standard.
il M e 3 ) e s low drying: Electric fan (Item No. 1 in the above table)

expansibility) after getting dried. It is useful in Preliminary drying: Over charcoal or by warm air (item Nos. 2 and 3 in the
preventing the leakage of molten aluminum and above table)

suitable for use as a back-up insulation material. Heated air drying: Kerosene or gas burner

LUMICAST does not discharge dust during the

application due to its putty form and does not

adversely affect the work environment. Packed in plastic bag and in can
R Net weight: 20kg/can

LUMICAST is 100% asbestos-free.
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Head Office : 221,17F-1,No.77,Xin Tai Wu Rd., Xizhi District,

New Taipei City Taiwan
TEL:+886-2-8698-2393
FAX:+886-2-8698-2395
kyu@sintai-corp.com

RRBHE (AXRR)

JapanTokyo Office :
TEL:+81-80-5460-8141
tokyo@sintai-corp.com
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Shanghai Office : Rm.601,No.1,Aly.2369,E Rd.RongYue,
Dist.Songjiang,Shanghai City
TEL: +86-21-6776-5913
FAX: +86-21-6776-5712
xingtao2014@sintai-corp.com
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Guangdong Office: Exchange Plaza1F, D077,China South City2 Pinghu Town, Longgang District, Shenzhen,
Guangdong Province, China

TEL: +86-755-89342669

FAX: +86-755-89342669

kyu@sintai-corp.com
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Shanghai Technical Chain: 402 No.5 36 Lane Dongwai st, Zhongshan East Rd,Songjiang District,Shanghai, China

TEL: +86-13564728439
linxinyi@sintai-corp.com
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Guangdong Technical Chain: No4Yi Heng Road Bulong Industrial zone,Yantian Village, Fenggang Town,

Dongguan City,Guangdong Province, China
TEL: +86-769-82757691
zhangdachui@sintai-corp.com

UWHREERS BEHRINX

Shandong Technical Chain: Yujing Residential Jinxiang
County,Shandong, Province China

TEL: +86-13686373992
zhangyugiang@sintai-corp.com



